
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ATTACHMENT J.4 PEPCO STANDARD 
DETAILS AND DRAWINGS 

 
 
 

 



PEPCO STANDARD DETAILS AND DRAWINGS (130 Sheets)

 PVC & FIBERGLASS CONCRETE ENCASEMENT 2-2-0480.1.1 (1 PAGE) 

 BUILT-UP METHOD FOR FIBERGLASS AND PVC CONDUIT 2-2-0468.1.1 (1 PAGE) 

 DUCT TRANSPOSITION SEQUENCE AND SPACER REQUIREMENTS 4-2-1099.1.4 - 4.4 (4 PAGES) 

 CONDUIT STOCK LIST 1365.1.4 - 4.4 (4 PAGES) 

 CABLE PULLING – IN IRON 0227.1.1 (1 PAGE) 

 GROUNDING FOR STANDARD MANHOLE 2-2-1096.1.1 (1 PAGE) 

 INSERTS FOR PRECAST MANHOLES 6’ X ‘6 – 6’ X 22’ 4-2-1244 (1 PAGE) 

 SUMP PIT FOR STANDARD MANHOLE 2-2-1060.1.1 (1 PAGE) 

 CONCRETE REQUIRED FOR MANHOLES 2-2-0730.1.1 (1 PAGE) 

 METHOD OF SHORING FOR MANHOLE CONSTRUCTION 2-2-0460.1.1 (1 PAGE) 

 METHOD OF INSTALLING MANHOLE FLOORS 2-2-0461.1.1 (1 PAGE) 

 METHOD OF INSTALLING MANHOLE FRAME & COVER 0474.1.2 – 2.2 (2 PAGES) 

 MANHOLE RECESS 0733.1.2 (1 PAGE) 

 MANHOLE CORNER RECESS 0733.2.2 (1 PAGE) 

 4’- 6” X 6’-0” ROADWAY MANHOLE 2-2-0709 (1 PAGE) 

 PRECAST ROADWAY ROOF FOR 4’- 6” X 6’-0” MANHOLE 2-2-0718.1.2 & 2.2 (2 PAGES) 

 PRECAST SIDEWALK ROOF FLUSH TYPE FOR 4’-6” X 6’ 2-2-1146.1.2 & 2.2 (2 PAGES) 

 GILLESPIE 4’-6” X 6’-0” PRECAST MANHOLE CUTSHEET (1 PAGE) 

 28” MANHOLE COVER RING FRAME SIDEWALK TYPE 2-2-0428.1.2 & 2.2 (2 PAGES) 

 28” MANHOLE 1-1/2” ADJUSTING RING FRAME 2-2-0429.1.2 & 2.2 (2 PAGES) 

 28” MANHOLE 2” ADJUSTING RING FRAME 2-2-043.1.2 & 2.2  (2 PAGES) 

 28” MANHOLE COVER 2-2-0431.1.2 & 2.2 (2 PAGES) 

 28” MANHOLE COVER FRAME – ROADWAY TYPE 2-2-0432.1.2 & 2.2 (2 PAGES) 

 28” MANHOLE COVER FRAME SIDEWALK TYPE 0433.1.3 – 3.3 (3 PAGES) 

 6’ X 12’ MANHOLE (CAST IN PLACE) 0418_1.6 (1 PAGE) 

 NOTES FOR 6’-0” X 12’-0” MANHOLE 0418_2.6 (1 PAGE) 

 REINFORCEMENT FOR 6’ X 12’ MANHOLE 0418_3.5 & 4.6 (2 PAGES) 

 6’ X 12’ MH ROOF 0418_5.6 & 6.6 (2 PAGES) 

 GILLESPIE 6’-0” X 12’-0” X 7’-0” PRECAST MH BASE PEPCO LINE OR BUSS MH CUTSHEET (2 PAGES) 

 GILLESPIE 6’-0” X 12’-0” X 3’-0” PRECAST MH PRECAST MH RISER PEPCO LINE VAULT – 10’-0” H.R. 
CUTSHEET (1 PAGE) 

 GILLESPIE 6’-0” X 12’-0” X 5’-0” PRECAST MH PRECAST MH RISER PEPCO LINE VAULT – 12’-0” H.R. 
CUTSHEET (1 PAGE) 

 6’-0” X 14’-0” MANHOLE (CAST IN PLACE) 0333_1.6 (1 PAGE) 

 NOTES FOR 6’-0” X 14’-0” MANHOLE 0333.2.6 (1 PAGE) 

 REINFORCEMENT FOR 6’ X 14’ MANHOLE 0333_3.6 & 4.6 (2 PAGES) 

 6’-0” X 14’-0” MH ROOFS 0333_5.6 (1 PAGE) 

 6’ X 14’ MH ENGINEERING ASSEMBLIES BREAKDOWN 0333.6.6 (1 PAGE) 



 ROOF DETAIL & TOP VIEW OF ONE 3-WAY SWITCH TWO FUSEBOX, 8KV SUBWAY INSTALLATION 
1352.1.6 – 6.6 (6 PAGES) 

 GILLESPIE 6’-0” X 14’-0” PRECAST MANHOLE BASE CUTSHEET (1 PAGE) 

 GILLESPIE 6’-0” X 14’-0” PRECAST MANHOLE RISER CUTSHEET (1 PAGE) 

 40” MANHOLE COVER FRAME FOR DOUBLE COVER – SIDEWALK TYPE 2-2-0423.1.3 – 3.3 (3 PAGES) 

 40” MANHOLE COVER FRAME FOR DOUBLE COVER – ROADWAY TYPE 2-2-0427.1.2 & 2.2 (2 PAGES) 

 40” MANHOLE RING COVER 2-2-0434.1.2 & 2.2 (2 PAGES) 

 40” MANHOLE COVER RING FRAME FOR DOUBLE COVER – SIDEWALK TYPE 2-2-1081.1.2 & 2.2 (2 
PAGES)

 PRECAST CONCRETE COLLAR FOR U.G. TO O.H. CONNECTION 2-2-0471.1.1 (1 PAGE) 

 POLE RISER SHIELD U.G. TO O.H. CONNECTION ASSEMBLY CONSTRUCTION 4-2-0727.1.2. (1 PAGE) 

 OVERHEAD REFERENCE FOR SWEEP BEND INSTALLATION 4-2-0727.2.2 (1 PAGE) 

 1PH SUBSURFACE TRANSFORMER INSTALLATIONS 0887.1.3 & 2.3 (2 PAGES) 

 SUBSURFACE TRANSFORMER INSTALLATION WITH ROADWAY GRATINGS (PEPCO COMPATIBLE UNITS) 
0887.3.3 (1 PAGE) 

 CONCRETE WELL CASING W/ K.O.’S 36” I.D. X 24” 0889.1.1 (1 PAGE) 

 SUBSURFACE TAMPER SHIELD & CHIMNEY BAFFLE 2-7-0890.1.1 (1 PAGE) 

 CONCRETE GRATING FRAME FOR URD SUBSURFACE ENCLOSURE 2-7-0927.1.1 (1 PAGE) 

 URD WELL GRATING 2-7-0930.1.1 (1 PAGE) 

 3.5’ X 3.5’ URD RECTANGULAR CASING 2-2-1084.1.1 (1 PAGE) 

 BILCO DOOR SDWK ROOF FOR 3.5’ X 3.5’ URD RECTANGULAR CASING 2-2-1129.1.1 (1 PAGE) 

 MOUNTING PADS FOR THREE PHASE PADMOUNT TRANSFORMERS 0983_1.4-4.4 (4 PAGES) 

 CLEARANCES OF OIL FILLED EQUIPMENT TO BUILDINGS, WINDOWS, ETC. AND PROTECTION OF 
EQUIPMENT EXPOSED TO TRAFFIC J-380 – J-380.3 (4 PAGES) 

 SPLICE BOX DETAILS 1695.1.3 – 3.3 (3 PAGES) 

 SINGLE PHASE LOW PROFILE PADMOUNT TRANSFORMER INSTALLATION 1252.1.4-4.4 (4 PAGES) 

 TYPICAL BRIDGING FOR 6’-0” X 10’-0” ROADWAY MANHOLE 2-2-0655.1 (1 PAGE) 

 DRAINAGE DUCT BETWEEN ADJACENT MANHOLES 2-2-1097.1.1 (1 PAGE) 

 STEEL FORM FOR 4’-6” X 6’-0” MANHOLE 2-2-0493.1.1 (1 PAGE) 

 STEEL FORM FOR 6’-0” X 14’-0” MANHOLE 2-2-0496.1 (1 PAGE) 

 STEEL FORM FOR 6’-0” X 12’-0” MANHOLE 2-2-1171.1.1 (1 PAGE) 

 SPACERS FOR SIDEWALK AND ROADWAY MANHOLE REMOVABLE ROOFS 2-2-1386.1.2 & 2.2 (2 PAGES) 

 2’-0” X 6’-10” FLUSH TYPE ROOF SCABS FOR SIDEWALK MANHOLES 2-2-1177.1.5 (5 PAGES) 

 4’-0” X 6’-10” FLUSH TYPE ROOD SLABS FOR SIDEWALK MANHOLES 2-2-1327.1.14-14.14 (14 PAGES) 

 PRECAST ROADWAY ROOF FOR 6’X6’ MANHOLE 2-2-1141.1.1 (1 PAGE) 

 FRAMES FOR FLUSH TYPE MANHOLE FOR SIDEWALK AND ROADWAY 2-2-1184.1.2 & 2.2 (2 PAGES) 

 SCHEDULE OF FABRICATED WALER FRAMING 4-2-0729.1.1 (1 PAGE) 






































































































































































































































































